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Theatre Specifications 

Auditorium General 
 

 The auditorium seats 211 on Blecher retractable raked seating 

 Adequate room exists in front of the raked seating to place 100 additional chairs on the floor 

 The lighting control room is situated centrally on the gallery at the rear of the auditorium. If 
preferred the lighting desk can be situated on the open gallery 

 Mixing desk/outboard equipment is situated on the gallery to the left of the control room 

 Follow Spot is positioned on the gallery to the right of the control room 

 Canford 4/Way Comms. 

 Apple Mac situated in the control room 

 Auditorium Dimensions (approx) – 14.2m (W) x 17m (L) 

Stage 
 

 Stage Dimensions (behind proscenium) – 14.2m (W) x 5.9m (D) 

 Stage Apron – 12m (W) x 1m (D) with steps to the auditorium at each end 

 Proscenium – 10.7m (W) x 3.2m (H) 

 Stage to lighting bar height – 4m 

 6 x black serge cloth legs 

 3 x black serge cloth borders 

 Black serge backcloths hung on U/S bar to create x-over 

Sound Equipment 

Mixing Position 
 

 Allen & Heath GL2400 – 32 Channel Mixing Desk 

 Lexicon Reverb 

 Zoom Effects Unit 

 4x Alesis Dual Channel Compressor Limiter/Gate 

 Tascam MiniDisc Player 

 Denon CD Player 

 Behringer Ultracurve DEQ & Reference Mic 

 Behringer Dual 32-Band Graphic 

Front of House System 
 

 4 x Alesis Pro-Venue Speakers 

 2 x Cerwin Vega Subs 

 2 x Yamaha P-Series Amplifiers 

 Behringer Ultradrive Speaker Management System 
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Microphones 
 

 2x Shure SM58 

 1x Shure SM57 

 3x AKG CHM99 Hanging Condenser Microphones 

 2x Mic Stands with Booms 

Lighting Equipment 
 

 Zero 88 Fat Frog Lighting Desk 

 Zero 88 Jester 24 Channel Desk 

 24 Channel Chilli Dimmer controlling auditorium lighting grid 

 3 x 6 Channel Zero 88 Betapack3 DMX Dimmers controlling on-stage lighting bars 

 Internally wired lighting bars have 15amp, 13amp, and DMX outlets 

 15 x Selecon Acclaim 650w Fresnel Lanterns 

 5 x Strand Quartet 500w Fresnel Lanterns 

 3 x Strand Quartet 22/40 Spot Lamps 

 6 x Strand SL 15/32 Spot Lamps 

 22 x LED RGB Parcans 

 2 x Par64 Cans 

 2 x Ater 500w Spot Lamps 
 Teatro Arena 250 Followspot 

Effects 
 

 Unique 2.1 Haze Machine 

Accessories 
 

 Selection of Gobo Holders 

 Extension Leads (15amp & 13amp) 

 DMX Leads 

 XLR Leads 

 Grelcos 
 
We have an arrangement with a local hire company who can supply additional sound, lighting and 
effects equipment at very competitive rates should there be anything else you require. Please ask for 
details. 
 


